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3.2 Physical requirements. The finished webbing shall conform to the physical characteristics as 
specified and tested in Tables I, Table I-1 and Table II. 

TABLE I. Physical requirements and test methods - Types I and III 

Requirement 
Characteristic Test method 

Type I Type I Typeill Type III 
Alternate Alternate 

Width, inches 2 1/4 (±1/16) 2 1/4 (±1/16) 1 (±1/16) 1 (±1/16) ASTMF2203 

Thickness, inches 0.125 0.125 - 0.150 0.046 0.046 ASTMD1777, 

0.150 (±0.007) (±0.007) Option2 

Weight, oz./lin.yd. 3.8 3.8 0.50 0.60 ASTM 

.(min.) D3776/D3776M, 
OptionD 

Stiffness, lbs. per sq. 
in. (widthwise only) 0.7-2.3 0.7 2.3 --- --- ASTMD747 
1/ 
Warp ends, ful! 
width: 
- Face, back, and
middle warps (min.) 202 --- --- --- Visual 
- Face and back
(min.) --- 83 101 100 
- Binder warp (min.) 50 38 15 18 
- Stuffer warp (min.) --- 304 --- ---

Picks/inch (min.) 33 --- 36 ---

Picks/inch Visual 
(shuttleless loom) 64 58 72 75 
(min.) 2/ 
Breaking strength, --- --- 1000 1000 PIA-TM-4108 

lbs. (min.) 
l/ Use 2-inch by 1-inch specimen, long dimension in filling direction. The specimen shall be 
bent to a 20 degree angular deflection. 
2/ Two (2) picks per shed 
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Check the source to verify that this is the current version before use, 
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